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Energy Efficient Control of a Boosting System with Multiple
Variable-Speed Pumps in Parallel
Zhenyu Yang and Hakon Børsting
Abstract— The control objective of a water boosting system
equipped with multiple variable-speed pumps in parallel is to
minimize the pump system energy consumption by control the
number of running pumps and their corresponding speeds in
a real-time manner, subject to potential changes of (system
head) set-points and operating conditions. After a number of
static models for different pump combinations are derived, a
number of optimal scheduling algorithms are proposed from
a formulated Mixed Integer Non-Linear Program (MINLP)
problem. The Branch and Bound method is employed to cope
with the considered MINLP problem and the Lagrangian Mul-
tipliers method is used to handle the corresponding nonlinear
programming within each iteration. In order to cope with
potential modeling errors, a feedback control mechanism is
introduced into the proposed framework. In case of unknown
operating conditions, an identification algorithm is proposed
to estimate unknown system coefficients in an online manner.
The experimental results show a huge potential to improve the
energy efficiency of multi-pump systems using the proposed
method and algorithms.
I. INTRODUCTION
Pump optimization is always challenging in many applica-
tion areas, such as pump network systems for irrigation [15],
infrastructure water supply [13], and pump boosting systems
for air conditioning systems [8], refrigeration [10], oil and
gas pipeline transportation [1] etc.. An energy efficient pump
scheduling strategy has the huge potential to significantly
reduce pump system’s operational and maintenance costs,
and hence to reduce the CO2 emission. For instance, up to
90% of electricity used in UK and USA water industry is
consumed by pumps [1].
A major study of pumps commissioned by the European
Commission in 2001 [7] recommended that the largest en-
ergy saving of pumps can be made through the better design
and control of pump systems. In general, the control of
pump systems involves the scheduling of pumps so that
they can operate close to their best efficient points [5]. In
order to cope with versatile applications, normally a number
of pumps are connected into a group for many large scale
applications. As a consequence, the real-time optimal pump
scheduling problem consists of determination of which and
when available pump should be put into operation or pull
out from the operation, and the corresponding speeds of all
operating Variable Speed Pumps (VSPs), with the objective
to maximize the entire system’s operating energy efficiency,
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Fig. 1. Schematic diagram of the Considered Multi-Pump Setup
subject to the conditions that the operating system should
keep the required performances.
Extensive study can be found about pump scheduling and
optimization in recent decades [1]-[3]; [4]-[8]; [9]-[15]. For
instance, Westerlund et al studied the configuration opti-
mization of multiple pumps, and proposed a Mixer Integer
NonLinear Programming (MINLP) solution to this structural
process optimization problem in [12]. Due to the concerned
problem is not convex [2], thereby a binary separable pro-
gramming method is developed in [6] for getting the global
optimum. These methods provide the best configuration of
pumps in series and/or parallel, in terms of minimum total
cost for some given required pump head and flow. However,
these methods are not oriented for real-time dynamic pump
scheduling [1]. An optimal pump scheduling algorithm for
water distribution systems is proposed in [15]. A number
of water reservoirs and pump stations are considered and
modeled as nodes in a networked system model. Each node
has its dynamic constraints in terms of hydraulic and/or elec-
tric characteristics. The generalized reduced gradient method
is used to derive the optimal control of pump flows and
valve positions so as to minimize the entire system operation
costs. [4] studied energy efficient control of VSPs in central
air-conditioning systems for a complex building. Using the
efficiency prediction based on VSP’s pump characteristics
and models of pressure drops over the entire water network,
an optimal pump sequence control is proposed to determine
both the operating order and point that pumps should be
brought online and off-line. Within these methods, each
pump group or pump station was simply modeled as a
network node with some specific hydraulic and/or electric
constraints. The structural configuration of pumps within
the group/station and the speed control of each running
VSP are not considered. In recent decades, Evolutionary
Algorithms (EAs) have been investigated to handle the pump
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optimization problem [9], [13]. The EA methods can cope
with non-convex optimization problem which is often faced
in the pump optimization [6]. However, the development of
these methods can be time-consuming, due to the fact that it
often requires a huge amount of extensive experiments and
data for training purpose. Moreover, the computation load
can not be ignored if concerned for real-time implementation.
Nevertheless, few of these methods discussed in the above
have been implemented in the real-life applications [1].
Motivated by model-based control approaches and concern
of the potential industrial application, here we focus on a
simplified multi-pump boosting system to study the real-time
pump optimization problem. As shown in Fig.1, three Grund-
fos CRE-5 VSP are configured in parallel and connected with
a simple water circular loop and a storage tank. the differ-
ential pressure and flow rates of all pumps are measured.
A NI-PCI-6229 is used as the DAC to bridge the hardware
setup and a PC which has LabVIEW program installed. A
power measurement instrument named Power Analyzer D-
6000 is used to monitor the power consumption of each
pump. Our task is to investigate some optimal algorithm for
real-time scheduling and control of this pump system, so that
the controlled system can follow some expected (head) load
demand in a satisfactory and best energy efficient manner,
subject to possible changes in demands and/or operating
conditions.
II. PROBLEM FORMULATION
A. Modeling a Group of VSPs
In general, For a fixed-speed pump, a pump model can
be expressed as set of static relationships among the pump
head H (m), flow rate Q (m3/h) and Brake Horse Power
(BHP)P (W ) as [8]:
H = a0 + a1Q + a2Q2,
P = p0 + p1Q + p2Q2 + p3Q3.
(1)
System parameters ai, pj for i = 0, 1, 2, j = 0, · · · , 3 are
determined by specific pump characteristics and they can be
identified through experiment [8].
Assume the pump model (1) for a VSP at a specific
speed ω0 is obtained, and its parameters are (a0, a1, a2) and
(p0, p1, p2, p3). There is
Lemma 1 [14]: The pump model of a VSP for any given
speed ω has the property:
H(ω) = a0ω2 + a1ωQ(ω) + a2(Q(ω))2,
P (ω) = p0ω3 + p1ω2Q(ω) + p2ω(Q(ω))2 + p3(Q(ω))3,
(2)
where H(ω)/Q(ω)/P (ω) represents the head/flow-rate/BHP
of the considered pump at speed ω, and
a0 = a0ω20
, a1 = a1ω0 , a2 = a2,
p0 =
p0
ω30
, p1 =
p1
ω20
, p2 =
p2
ω0
, p3 = p3.
Lemma 2 [14]: The pump model for N identical pumps
in parallel with a common speed ω is
Hs(ω) = as0ω
2 + as1ωQs(ω) + a
s
2(Qs(ω))
2,
Ps(ω) = ps0ω
3 + ps1ω
2Qs(ω) + ps2ω(Qs(ω))
2 + ps3(Qs(ω))
3,
(3)
where Hs(ω)/Qs(ω)/Ps(ω) represents the head/flow-
rate/BHP of the entire pump group at speed ω and system
parameters are
as0 = a0, a
s
1 =
a1
N , a
s
2 =
a2
N2 ,
ps0 = Np0, p
s
1 = p1, p
s
2 =
p2
N , p
s
3 =
p3
N2 .
In the following we assume there are N pumps with
different pump features. Hi(ωi)/Qi(ωi)/Pi(ωi) represent
the ith pump’s head/flow-rate/BHP. Instead of using model
H −Q−ω, the Q−H −ω model is adopted here. Thereby,
the ith pump model is represented by
Qi(ωi) = W iH
T BiW iH ,
Pi(ωi) = pi0ω
3
i + (W
i
Q
T P iW iQ)Qi,
(4)
where
W iH = [ωi Hi]
T , W iQ = [ωi Qi]
T ,
Bi = 1
ω3
i
[
bi0
bi1
2
bi1
2 b
i
2
]
, P i =
[
pi1
pi2
2
pi2
2 p
i
3
]
,
with parameters
a0 = a0ω20
, a1 = a1ω0 , a2 = a2,
p0 =
p0
ω30
, p1 =
p1
ω20
, p2 =
p2
ω0
, p3 = p3.
Lemma 3 [14]: Assume the considered N pumps have
the property
Hmax1 (ω1) > H
max
2 (ω2) > · · · > HmaxN (ωN ), (5)
Then, the model of N pumps in terms of one pump system
can be described as
Qs(ω) = W
T
HBωWH ,
PNs (ω) = P 0ω + W
T
QPQWQ,
(6)
where
ω = [ω1 · · · ωN ]T , P 0 = [p10 · · · pN0 ]T ,
WH = [W 1H · · · WNH ], WQ = [W 1Q · · · WNQ ],
Bω = diag{Bi}N×N , PQ = diag{P iQi}N×N .
We refer to [14] for more details about modeling and
validation of this multi-pump systems.
B. Pump Operating Point and Efficiency
The pump operating point is the cross-point of a pump
curve with the system curve. The system curve models the
terminal impedance that the pump system has to face to and
it can be simply modeled as
Hs = k0 + k1Q2s, (7)
where k0 is the static head that the pump system needs to lift.
Qs is the system flow rate and k1 is the head loss coefficient.
The system efficiency, denoted as ηs, is defined as the ratio
of the pump’s hydraulic power to the BHP, under assumption
that the motor’s efficiency and motor driver’s efficiency are
constants, there is
ηs =
ρgHsQs
Ps
. (8)
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C. Optimal Pump Scheduling Problem
Assume the expected head for the considered pump system
is H. Once the ith pump is determined to be put into
operation with a specific speed ωi, there should be√
H
ai0
≤ ωi ≤ ωmaxi , for i = 1, · · · , N. (9)
The left inequality is due to the fact that Hi(ωi)|Qi(ωi)=0 ≥
H, i.e., the shut-off head should be over the given head in
order to have a safe operation [10].
If system coefficients in (7) are known beforehand, the
system flow rate at the operating point can be estimated as
H = k0 + k1Qs
2, (10)
this implies to
Qs =
√
H − k0
k1
. (11)
With respect to the parallel configuration characteristics,
there is
Qs(ω)=̂
N∑
i=1
Qi(ωi) = Qs, (12)
where Qi(ωi) can be obtained from (4) for i = 1, · · · , N .
Similarly, the total system power consumption Ps(ω)
regarding to this specific head demand H can be estimated
by
Ps(ω) =
N∑
i=1
Pi(ωi), (13)
where Pi(ωi) can be obtained from (4) for i = 1, · · · , N .
The optimization problem for N available pumps is de-
fined as: For a given demanded head and known system curve
coefficients, find a number of available pumps, denoted as
i1, · · · , ik, which combination leads to
max
i1, · · · , ik,
i1, · · · , ik ∈ {1, 2, · · · , N}
ωi1 , · · · , ωik
0 ≤ k ≤ N
ηs(ω), (14)
subject to constraints (9) and (12) for selected pump
i1, · · · , ik.
III. OPTIMAL SCHEDULING AND CONTROL
A. Equivalent MINLP Formulation
The system hydraulic power is constant for a given system
head Hs w.r.t. the relationship (11). Then, the maximal
optimization problem (14) can be formulated as a equivalent
MINLP minimal problem.
Define a set of binary variable ri for i = 1, · · · , N . ri =
1 (0) means the ith pump is (not) selected to be put into
operation. The equivalent MINLP problem is formulated as
min
r1, · · · , rN ∈ {0, 1}
ω1, · · · , ωN
Ps(ωN ), (15)
subject to constraints (9) and (12), where ωN =
[r1ω1 · · · rNωN ]T .
B. Classification of MINLP Solutions
Several methods and algorithms have been proposed
to handle convex/non-convex MINLP problem in recent
decades [2], [3], [6], [12]. With respect to fact that integers
considered in problem (15) are binary (0-1) problem [11],
the BB method along with Lagrangian Multipliers method is
adopted to attack our problem. The proposed solutions are
classified into two categories, namely (a) a group of identical
pumps in parallel; (b) a group of different pumps in parallel.
This classification is motivated by the following Theorem.
Theorem 4: The optimal solution to MINLP problem for
a group of N identical pumps in parallel is to operate all
selected pumps at a common speed. The number of pumps
to be put into operation and the corresponding speed ω are
the solution to the following MINLP problem:
min
0 < n ≤ N√
H
a0
≤ ω ≤ ωmax,
nP (ω), (16)
subject to constraint nQ(ω) =
√
H−k0
k1
, where P (ω)/Q(ω)
is one pump’s head/capability at speed ω, which are charac-
terized by (2).
C. Optimal Scheduling for N Identical Pumps
There are total N different combinations for N identical
pumps, if they are only allowed to operate at common
speed. We use n to represent that n pumps are selected
for operation, and the corresponding speed is ωn. List all
different combinations for n = 1, · · · , N , and take the
following procedure for each combination:
• Step 1: according to the head demand H and system
curve (7), determine the demand system’s flow rate
Qs =
√
H−k0
k1
;
• Step 2: determine each pump’s demand flow, Q = Q

s
n ;
• Step 3: according to H − Q − ω model (2), determine
the demand pump speed ωn w.r.t. H
 and Q;
• Step 4: calculate the expected power consumption
Pn(ωn)=̂nP (ω

n) by substituting Q
 and ωn into P −
Q − ω equation in (2).
• Step 5: the optimal solution, denoted as a pair of
(n, ωn), is the combination and the corresponding
speed which lead to a minimal value of Pn(ωn) for
n = 1, · · · , N .
D. Optimal Scheduling for N Different Pumps
In our previous work [14], an algorithm based on Q−H−
ω and P −Q− ω model is proposed. Here we will propose
another algorithm which uses the H−Q−ω model instead of
Q−H −ω model. Compared with the previous work where
the cost function and constraints of the formulated MINLP
problem are type of rational-like functions, here the proposed
new algorithm has both the cost function and constraints of
polynomial-like functions, so that we needn’t to worry about
the potential non-convex problem.
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Without loss of generality, we assume the ith pump has
the H − Q − ω and P − Q − ω models as
Hi(ωi) = ai0ω
2
i + a
i
1ωiQi(ωi) + a
i
2(Qi(ωi))
2,
Pi(ωi) = pi0ω
3
i + p
i
1ω
2
i Qi(ωi) + p
i
2ωi(Qi(ωi))
2 + pi3(Qi(ωi))
3.
(17)
For a given head demand H, there is Hi(ωi) = H if
the ith pump is chosen to be put into operation. Thereby, the
ith pump flow rate Qi (ωi) corresponding to head H
 can
be determined from (17) (positive solution), i.e.,
Qi (ωi) =
−aiiωi ±
√
(ai1
2 − 4ai2ai0)ω2i + 4ai2H
2ai2
. (18)
The precondition for ith pump to be able to operate is
that its shutoff head should be greater or equal to H. This
leads to constraint (9). The total system flow rate follows
the constraint (12), but computation of Qi(ωi) will follow
(18). According to the BB method, the following steps are
proposed to solve the general problem:
• Step 1: Have all possible pump combinations on the
candidate list for the best efficiency;
• Step 2: Regarding to each combination, e.g., suppose
i1, i2, · · · , ik pumps are combined for operation, the
following nonlinear programming problem need to be
solved
P s =̂ min
ωi1 ,···,ωik
P ks (ωk), (19)
subject to constraints (9) and (12). This optimization
problem can be solved using some standard nonlinear
optimization methods [2]. Here the Lagrangian Multi-
pliers method is used to handle the above problem.
• Step 3: Compare the obtained (local minimal) P ks
 with
the so-far obtained global minimal record, which is
denoted as P s
glob. If P ks
 > P s
glob, erase this consid-
ered combination from the potential best candidate list;
If P ks
 ≤ P s glob, set the new global minimal record
P s
glob = P ks  and move this considered combination
to the top position at the candidate list;
• Step 4: After the enumeration of all possibilities, the
combination at the top of the candidate list is the
optimal solution. The optimal operating speed(s) is the
solution to problem (19) corresponding to this best
combination.
E. Feed-forward and Feedback Control Structure
From the control point of view, the solution to (14) acts
as a kind of feed-forward control of the entire pump system.
The correctness of the obtained solution is purely determined
by pump model’s precision. Nevertheless, some modeling
errors can be observed in the model validation [14]. Thereby,
some feedback control mechanism needs to be introduced
so as to enhance the controlled system’s robustness. For
instance, a feedback PI controller is used in our proposed
framework as illustrated in Fig.2.
Fig. 2. Combined Configuration of Feed-forward, Feedback Control and
Online Parameter
Fig. 3. Effects of changed operating conditions and feedback control
IV. ON-LINE PARAMETER ESTIMATION
The control algorithms proposed in the previous section
assume that the system operating condition described by
system curve (7) is known or can be informed beforehand.
However, this kind of assumption is not true in many
practical applications. In general, the controlled system needs
to estimate some system coefficients representing the current
operating condition before making any decision.
A. Effects of Changed Operating Conditions
The effects of changed operation conditions to pump sys-
tem operation is illustrated in Fig.3. Suppose the considered
system initially stays at point 1. At some time point, the
system curve changes from the original curve to the new1
curve. Suppose the feedback control is at the off status and
the information about changed k1 is not informed to the
optimization algorithm either. Then, each pump’s internal
speed control system will control pump’s speed as usual.
Consequently the system operating point will change from
point 1 to point 2 after a short while. The system head
will be away from the demanded H. When the feedback
control is switched on, it will regulate each pump speed
so that the demanded head could be recovered. This means
the system operating point will change from point 2 to
point 3. During this considered period, the operating pump
combination won’t change.
Another typical situation is that the system operating
condition changes from original curve to be the new2 curve.
correspondingly, the system operating point will change from
point 1 to point 4 if the feedback control is off. When
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the feedback control is switched on, it will try to regulate
each pump speed to catch up with the demand system
head. In some case, system may not be able to recover
the system head, since pumps already run at their maximal
speeds. Under this kind of situation, the system operator or
supervisor needs to be informed immediately that the current
pump combination can not accomplish the expected task.
B. On-line Estimation of Operating Condition
In case of an unknown operating condition, the system
coefficients k0, k1 in (7) need to be estimated by the
following online parameter estimation algorithm.
Estimation algorithm A - k0 is known and k1 is unknown:
• Initialization: the current pump combination, each
pump’s operating speed, demanded system head and the
operating system head need to be informed;
• Step 1: if the system operating head starts to deviate
from the demanded head and after a while stabilize at
a new head value (e.g., from point 1 to point 2), or the
system operating head still stays at the demanded value,
but some (or all) pump running speeds deviate from the
previous values and stabilize at some new values (e.g.,
from point 1 to point 3), start the estimation algorithm
by obtaining each pump’s running speed ωi and the new
operating head value denoted as Hnew.
• Step 2: substitute these ωi and Hnew into each pump’s
H − q − ω model (17) and calculate the corresponding
flow rate Qi(ωi) by following (18);
• Step 3: accumulate all Qi(ωi) to be Qnews = ΣiQi(ωi);
• Step 4: k1 can be estimated by
k1 =
Hnew − k0
(Qnews )2
; (20)
Estimation algorithm B - both k0 and k1 are unknown:
• Repeat the Initialization and Step 1-3 listed in Algo-
rithm A;
• Step 4: try to manage the system to a slightly different
operating point (but within safety range) by some de-
liberative way for a short while. For example, to switch
off the feedback control if it is originally on, then the
system operating point will move from point 3 to point
2; or, to switch on the feedback control if it is originally
off, then the system operating point will move from
point 2 to point 3. Once the pump speeds, denoted as
ωnew2i , and the system head, denoted as Hnew2, are
measured, return the system immediately to its original
operation.
• Step 5: substitute these ωnew2i and Hnew2 into each
pump’s H − q − ω model (17) and calculate the cor-
responding flow rate Qnew2i (ω
new2
i ) by following (18);
estimate both k0 and k1 using both two set of data, i.e.,
{Qnews ,Hnew} and {Qnew2s ,Hnew2}, from
k1 =
Hnew − Hnew2
(Qnews )2 − (Qnew2s )2
, k0 = Hnew − k1(Qnews )2.
(21)
Fig. 4. Identical Pumps with Same Speeds: Head Dynamics
C. Control Integrated with On-line Parameter Estimation
The parameter estimation algorithm can be integrated into
the feed-forward and feedback control structure as shown in
Fig.2. In general, the parameter estimation algorithm only
needs to be ”woken up” when some steady-state deviations
of system head and/or pumps’ running speeds are observed,
otherwise it just stays at standby status. However, practically
this algorithm needs to be operated with some specific
frequency in order to make a tradeoff between the detect-
ability and time-delay caused by this algorithm.
V. TEST RESULTS AND DISCUSSIONS
The entire control system is implemented in LabVIEW
and Matlab Optimization Toolbox.
A. Control of Multiple Identical Pumps
Three are only three possible combinations. The system
head dynamic is plotted in Fig.4 for one scenario. At the
beginning, PI control was off and system started with only
one pump. The optimization algorithm initialized the process
for given initial values of k0, k1. After a short while, the
algorithm decided to switch on the second pump. After
the operating condition (k1) changed at 92sec., at 97sec.
the optimization algorithm decided to turn off one pump.
It’s clear that the controlled system had a good tracking
capability to a given reference when the feedback PI control
was on. If the PI controller was switched off, some offset was
observed which is mainly caused by pump modeling errors.
Some oscillations can be observed when the feedback control
was switched on or off, or the operating condition was
changed (at 92 sec), or the pump combination was changed
(at 97 sec), or the demanded head was changed (at 47 sec).
They are mainly caused by the dynamic characteristics of
the entire system.
The estimated power consumptions for all three possible
solutions are plotted in Fig.5. Ideally, all these estimations
should be constants and only possibly change when (a) the
demanded system head is changed; or (b) the change of op-
erating conditions is informed. However, the fluctuations of
the head measurement and speed measurements sometimes
make the judgement difficult to say whether the system is
already at steady-state or not. Thereby for this test scenario,
we decided to let the parameter estimation algorithm (A)
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Fig. 5. Identical Pumps with Same Speeds: Power Prediction
Fig. 6. Identical Pumps with Same Speeds: Measured P- Consumption
automatically run one time for every five seconds. It can be
noticed that the change of operating condition at 92sec. can
be tracked quickly and the optimization algorithm decided to
change pump combination at 97sec. However, this periodic
estimation of k1 could cause some deviations of estimated
power consumptions under the influence of measurement
noises and transient dynamic behaviors. Nevertheless, some
tradeoff has to be compromised between the quick detection
of changed operating condition and the robustness of the
optimal control system.
The comparison of measured and calculated power con-
sumptions is illustrated in Fig.6. There are some visible
deviations between the measured and estimated ones for
low power consumption period (until 47 sec). The feedback
control helped reduce these deviations slightly. The measured
and estimated ones match very well for the higher power
consumption period (of two pumps: (52 sec - 92 sec). It is
quite obvious that after 97 sec, the real power consumption
(of only one pump) is indeed below the predicted two pump
consumption.
B. Control of Multiple Different Pumps
It is more challenging to implement the optimization
algorithm for different pumps. Due to the current limita-
tion, we have to manually switch computations between
LabVIEW and MatLab/Optimization Toolbox, thereby the
testing results lost ”real” real-time sense. Nevertheless, these
tests still show some clear consistency of the developed
algorithm to the reality. We refer to [14] for some preliminary
results.
VI. CONCLUSIONS
The optimal control of a water boosting system with
multiple VSP in parallel is discussed. a framework with com-
bination of feed-forward and feedback control is proposed.
The BB method is used to handle a formulated MINLP
optimization problem along with the Lagrange multipliers
method for internal nonlinear programming problem. This
optimization algorithm acts as a feed-forward controller. A
feedback control is also introduced in order to eliminate
the offsets caused by potential modeling errors. An on-line
parameter estimation algorithm is integrated within the pro-
posed framework in order to cope with an unknown system
operating condition. The proposed method and algorithms
are tested on a physical setup. The preliminary testing results
already showed a huge potential to significantly improve the
energy efficiency of multiple pump systems.
VII. ACKNOWLEDGMENTS
The authors wish to thank Dr. Gerulf Pedersen, Senad
Tojaga, M. N. Anwar, A.T. Kieu, K. B. Rasmussen, Daniel
Fufa for their discussions/laboratory work.
REFERENCES
[1] S.M. Bunn and L. Reynolds, ”The energy efficiency benefits of pump-
scheduling optimization for potable water supplies”, IBM Journal of
Research and Development, Vol.53, No.3, paper 5, 2009.
[2] C.A. Floudas, ”Deterministic global optimization: theory, methods
and applications”, Nonconvex optimization and its applications series,
Vol.37, Kluwer Academic Publishers, 2000.
[3] I.E. Grossmann and N.V. Sahinidis (eds), ”Special issue on mixed-
integer programming and it’s application to engineering”, Part I,
Optim. Eng., Vol.3, No.4, Kluwer Academic Publishers, 2002.
[4] Z. Ma and S. Wang, ”Energy efficient control of variable speed pumps
in complex building central air-conditioning systems”, Energy and
Buildings, Vol.41, 2009, pp.197-205.
[5] S. Mirsky, ”Pump control strategies benefit from compressor know-
how”, Hydrocarbon Processing, Feb 2005 issue, pp. 89-90.
[6] F. Pettersson and T. Westerlund, ”Global optimization of pump
configurations using binary separable programming”, Computers &
Chemical Engineering, Vol.21, No.5, 1996, pp.521-529.
[7] D. Reeves, ”Study on improving the energy efficiency of
pumps”, European Commission, 2001. AEAT-6559/v5.1.
http://re.jrc.ec.europa.eu/energyefficiency/motorchallenge/pdf/SAVE
PUMPS Final Report June 2003.pdf.
[8] J. Rishel, ”Control of variable speed pumps for HVAC water systems”,
ASHRAE Transactions, Vol.109, No.1, 2003, pp. 380-389.
[9] D:A. Savic, G.A. Walters and M. Schwab, ”Multiobjective genetic
algorithms for pump scheduling in water supply”, Lecture Notes in
Computer Science, Vol.1305, 1997, pp.227-235.
[10] S. Shiels, ”Optimizing centrifugal pump operation”, World Pumps, Jan
2001, pp.35-39.
[11] R. Stubbs and S. Mehrohtra, ”Generating convex polynominal inequal-
ities for mixed 0-1 programs”, Journal of global optimization, Vol.24,
2002, pp.311-332.
[12] T. Westerlund, F. Pettersson and I.E. Grossmann, ”Optimization of
pump configurations as a MINLP problem”, Computers & Chemical
Engineering, Vol.18, No.9, 1994, pp.845-858.
[13] J.Y. Wang, T.P.Chang, and J.S. Chen, ”An enhanced generic algorithm
for bi-objective pump scheduling in water supply”, Expert Systems
with Applications, Vol.36, 2009, pp. 10249-10258.
[14] Z. Yang and H. Børsting, ”Optimal Scheduling and Control of a
Multi-Pump Boosting System”, in Proc. of IEEE Conference on
Control Applications (CCA2010), Yokohama, Japan, Sept. 8-10, 2010,
pp.2071-2076.
[15] G. Yu, S. Powell and M.J.H. Sterling, ”Optimized pump scheduling
in water distribution systems”, Journal of optimization theory and
applications, Vol.83, No.3, Dec 1994, pp. 463-488.
2203
